
Standards
IEC / EN 60900

MO-696..

3/8' 6 point Insulated deep socket

Application : 

Features : 

Insulated sockets for live working at low voltage

Maximum operating voltages: 1 000 V AC - 1 500 V DC
Orange PVC insulation
Square drive 3/8"
Female hexagonal fitting
Long series: 63 mm

 

Ref Length (mm) Weight (kg)

Voltages for use

ProfileOperating 
Voltage 

AC

Operating 
Voltage 

DC

MO-69608 63 0.060 1 000 V 1 500 V 8 mm
MO-69609 63 0.065 1 000 V 1 500 V 9 mm
MO-69610 63 0.070 1 000 V 1 500 V 10 mm
MO-69611 63 0.080 1 000 V 1 500 V 11 mm
MO-69612 63 0.090 1 000 V 1 500 V 12 mm
MO-69613 63 0.100 1 000 V 1 500 V 13 mm
MO-69614 63 0.110 1 000 V 1 500 V 14 mm
MO-69615 63 0.120 1 000 V 1 500 V 15 mm
MO-69616 63 0.130 1 000 V 1 500 V 16 mm
MO-69617 63 0.140 1 000 V 1 500 V 17 mm
MO-69618 63 0.160 1 000 V 1 500 V 18 mm
MO-69619 63 0.180 1 000 V 1 500 V 19 mm
MO-69621 63 0.210 1 000 V 1 500 V 21 mm
MO-69622 63 0.220 1 000 V 1 500 V 22 mm
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